KS-Series

The KS-Series Linear Stage is
especially designed for realizing
linear motion very easily, clean,
and inexpensively.

The major advantage includes:

- Reasonable price

- Clean room class 10 - 100

- Stainless covers

- Already installed AC servo motor (optional)
- Limit switches integrated

- High repeatability £0.01mm

- Dust proof

- Support different strokes

Applicable fields:

- FPD industry

- Semiconductor

- Medical applications
- FPD glass transfer

Linear Motion Products & Technology
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Order Number:

KS14 - 20 - 0350

- C - M2

[Model | Lead | Stroke (mm) |Accuracy Grade |Motor
-20: 20mm 250 to 1150 C: Normal M2: 200W
-10: 10mm (100mm pitch) P: Accuracy
L
Effective Total Length 02 Air coupler 370 Effective stroke
Stroke(mm) L (mm) N
271 3
250 750 3 = 0 2-06H7X8DP ]
350 850 3 . =N I
450 950 4 D S — I % % i
550 1050 4 S Jas o
650 1150 5 = qs = o ® ! q
750 1250 5 — | I |
850 1350 6 i i
950 1450 6 70
1050 1550 7 Cable(300mm), 100 4-M6X1PX12DP
1150 1650 7 (190)
Specifications
AC servo motor output (W) 200
- grade C: £0.01;
Repeatability (mm) T
P ¥ gc:ade r[;;*—ﬂ.(lOE (uni-direction) I . 2X(N+1)-M6X1PX12DP
Degree of cleanroom ass q n s I |
(when the suction blower is used) T ~
Ball screw lead (mm) 200r 10 ° M M M M
g I
- L
o " * s [l + + +
f i
Order Number: KS18 - 20 - 0350 - P - M4
| Model | Lead | Stroke (mm) | Accuracy Grade | Motor
-20: 20mm 250 to 1250 C: Normal M2: 200W
-10: 10mm (100mm pitch) P: Accuracy Mé: 400W
02 Al L L
Ir coupler .
Effective Total Length . 365 Effective stroke
Stroke(mm) L (mm) N M4 255 2-P6H7X8DP 30
250 760 3
350 860 3 e [— L] Tos < 3o
450 960 4 D [¢) 0 ¢
550 1060 4 g N o I
650 1160 5 = -2 2
750 1260 5 o q
850 1360 6 | P TN
950 1460 6
1050 1560 7 Cable(300mm)/ 7 i
1150 1660 7 100 4-M8 X 1.25PX 16DP
1250 1750 8 g 4-M6 X 1P X 12DP
(220)
Specifications ; ;
AC servo motor output (W) 400
- grade C: +0.01;
Repeatability (mm) X T
g'l'::: 1|=’0.010.005 (uni-direction) 2X(N+1)-M8X1.25PX16DP
75 N X 200
AT COCIELEE (when the suction blower is used) | |
Ball screw lead (mm) 200r10 hd d d d ° °
~ "
° "
3 © - ° ° © ®
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The specifications in this catalog are subject to change without notification.
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MADE IN TAIWAN

YOUR 21ST CENTURY PARTNER IN TECHNOLOGY INNOVATION

HIWIN MIKROSYSTEM CORP.

No. 1, 6th Road
Taichung Industrial Park
Taichung 40751, TAIWAN
Tel : +886-4-23550110
Fax: +886-4-23550123
www.hiwinmikro.com.tw

E-mail: business@mail.hiwinmikro.com.tw

HIWIN GmbH
Briicklesbund 2, D-77654
Offenburg, GERMANY
Tel : +49-781-93278-0
Fax: +49-781-93278-90
www.hiwin.de

E-mail: info@hiwin.de

HIWIN JAPAN

e KOBE

3F. Sannomiya-Chuo Bldg.
4-2-20 Goko-Dori. Chuo-Ku
KOBE 651-0087, JAPAN
Tel : +81-78-2625413

Fax: +81-78-2625686
www.hiwin.co.jp

E-mail: info@hiwin.co.jp

e TOKYO

Tel: +81-42-3584501

o NAGOYA

Tel: +81-52-5871137

¢ KUMAMOTO

Tel: +81-96-3402282

HIWIN USA

® CHICAGO

520 Business Center Drive
Mount Prospect, IL 60056, U.S.A.
Tel : +1-847-8272270

Fax: +1-847-8272291
www.hiwin.com

E-mail: info@hiwin.com

@ SILICON VALLEY

Tel : +1-510-4380871

Fax: +1-510-4380873

HIWIN SCHWEIZ
Einsiedlerstrasse 535, 8810 Horgen
SWITZERLAND

Tel : +41-43-3550330

Fax: +41-43-3550331

www.hiwin.ch

E-mail: inffo@hiwin.ch

HIWIN CZECH

Kastanova 34

CZ 62000 Brno,

CZECH REPUBLIC

Tel : +420-548-528238

Fax: +420-548-220233

www.hiwin.cz

E-mail: hiwin@sky.cz
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